Il DOOR INTERLOCKING SOLUTIONS

I enviroDIS

Standard DIS

KEY BENEFITS :

DIS-FP1

DIS-FP-IR4

BS-PR

+  Embedded Software (firmware) for onsite configuration of door logic without PC/Computer
« Emergency switch to open all the doors at the time of emergency
» Door interlocking solution upto 8 Doors

« DIN Rail mounting options

Technical Features

Product Series

2 Door (DIS)

» 4

4 Door DIS Series (Master)

» 4

4 Door DIS Series (Slave)

Door Rel

2 o/p (Lock)

4 o/p (Lock)

4 o/p (Lock)

Outputs

Alarm Output

1 Buzzer o/p for Alarms

1 Buzzer o/p for Alarms

1 Buzzer o/p for Alarms

Control Inputs

2 Nos. (Egress, Magnetic Contact)

4 Nos. (Egress, Magnetic Contact)

4 Nos. (Egress, Magnetic Contact)

Emergency Operation Inputs Fire Fire Fire

Maximum Door Controller 2 4 4

Expandable Not Expandable Up to 8 Door (using slave controller) NA

Relay Contact Output 0.5 amp for 230V AC/ 0.5 amp for 230V AC/ 0.5amp for 230V AC/
1.0 amp for 12V DC 1.0 amp for 12V DC 1.0 amp for 12V DC

Supply Voltage 12V DC 12V DC 12V DC

Current (Amps) 2 Amps 5 Amps 5 Amps

Dimensions in mm (L x W x H)

320mm (L) x 390mm (W) x 90mm (D)

320mm (L) x 390mm (L) x 90mm (W)

320mm (H) x 390mm (L) x 90mm (W)

Type

Contact / Push

e

Y ¢ IP6

D p_IRA

Contactless

LED Indication

Door Open LED (Green)

Door Open LED (Green)

e Prowcrio

Door Open LED (Red)

Door Open LED (Red)

Facia Plate Dimension

115mm (L) x 40mm (W) x 20mm (D)

115mm (L) x 40mm (W) x 24mm (D)

Wall Cut Out Dimension

72mm (L) x 32mm (W) x 32mm (D)

72mm (L) x 32mm (W) x 32mm (D)

Alarm Output

1 Buzzer o/p for Alarms

1 Buzzer o/p for Alarms

Input

Door open switch or Egress switch

Door open switch or Egress switch

Connection Diagram
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